STRUCTURAL DECORATION. 



E often hear the remark "There goes a well dressed lady," but we do not always 



VV think of the important fact that it is not necessarily expensive fabrics or even 
the best fit that makes the impression on the observer, but it is the taste and 
intelligence used in the harmony of color, or rather in the absence of inharmonious 
combinations of color. As it is with personal adornment, so it is with the decoration of 
buildings, especially exterior house painting. We often see a building, which in design 
is»a credit to the architect, utterly ruined by an unwise choice of the colors used in 
painting, whereby the effect which the designer intended to produce has been perhaps 
reversed by the improper use of colors. This pamphlet is published with the view to 
assist those who use paint, and we wish to here renew the offer we have made be- 
fore, which has been generally accepted, viz : that we will furnish, without charge, 
designs for coloring buildings, when photographs or drawings are sent to us. These can 
be sent to either of our offices direct, or through dealers in The Sherwin-Williams 
Paint. These designs will be returned as promptly as possible with complete instruc- 
tions on illustrated blanks. To those who may not find it convenient to avail themselves 
of our offer we will here give some suggestions. 




\ 



There will be found 
enclosed in envelope 
on page 5, ;i selection 
of fashionable colors 
from our list. As these 
are only about one-third 
of the line of choice col- 
ors kept in stock, we re- 
fer the intending buyer 
to the dealer whose ad- 
dress appears on the 
back of this pamphlet, 
where may be found 
other and larger sam- 
ples with further infor- 
mation on the subject 
of Paints and Painting. 
Fashionable taste is now leading to the use of soft tints, and fewer of them than 
formerly. That is to say, both public and private dwellings (where the best taste pre- 
vails) are not painted in a variety of colors, nor in very dark colors. Neither are 
the contrasts as striking as formerly, the tendency being toward soft, delicate combi- 
nations of tints, producing harmony by analogy, rather than by contrast. This method 
of coloring gives dignity, as well as the most pleasing effect. 




should : 



makes the difference ? 

John — Don't you know; this is The Sherwin-Williams Paint 
it goes all of a third farther — 

jiin — Spreads easy, too; the boss must be making money now. 



■ what 




J)EFERRING especially now to samples enclosed, the reader will 
holding the samples as shown in the small illustration. No. 



be enabled to get the best effect of colors in juxtaposition 



37S, (Colonial Yellow.) is growing in favor and may be used 
with the very best effect with white trimming on suburban or de- 
tached dwellings. For those who do not want quite so bright or 
decided colors, Nos. pSj or 470 trimmed with No. ,pSo are very- 
pleasing, and for a darker tint in this class of color. No. 456 may be used 
trimmed with other tints in the same class, or in contrast, say with No. 479 
and No. 357. In the more neutral colors (which, by the way, may be more 
safely used in places where question arises as to the effect by contrast with sur- 
roundings), No. 360 and No. 357 are very dioice. They are clear, clean-cut 
tints, -having the advantage of harmonizing, for trimming colors or surroundings, 
with most anything. The last mentioned number has been, for years, and continues to 
be, one of the. most popular tints in the whole line we manufacture. No. 354 has been 
very fashionable for a few years past, and in many places, the color effect is very pleas- 
ing, but we can hardly recommend it for buildings closely surrounded by foliage, and 
under some exposures it is not permanent. Suitable trimming colors are easily found 
among the other samples. No. 367 is included in this assortment because it can be 
used in so many ways, and withall is so exceedingly durable and economical, being 
largely used for brick buildings, also for chimneys, sashes, doors, etc. Other tints 
and shades equally good in their place, some of which are required to trim above, are 
shown by the dealer named on back of this pamphlet. 



strength when 
than the sur- 



SAMPLES OF COLORS !N THIS ENVELOPE. , , . . ,, .... . 

In the eolonrig of buildings, especially 

dwellings, it is very important that lite de- 
tails should be carefully looked after, and it 
is often found the most difficult part to de- 
cide satisfactorily. As a rule, recesses and 
parts in the shadow should be darkest. The 
raised parts which catch the light should 
have a lighter shade. The columns of a 
porch give a better idea of 
darker, rather than lighter, 
rounding color. Outside 
blinds should not be paint- 
ed a strong, positive color, 
as Green, Red, etc., unless the chosen color harmonizes with the 
body color. It is safest to give them the same color as used on the 
house. If two colors are used which are not in strong contrast, put 
the dark color on the slats and the light on the stiles. Green blinds 
(S. W. P., No. 362) are admissable and very pretty when used on a 
detached dwelling where the body is White or Colonial Yellow. 

Window sashes always look well if painted Black, and should 
almost always be of some dark color, as No. 476 or No. 366. 



I Half a cent buys enough 

\ Sherwin-Williams paint 

for Two Coats on one 
\ square foot of surface. 




Pamter — What kind ol paint was used on this house before ? 

House Owfttf Pure Lead, £ta<i see how it looks ; it chnlU off and has not been 

Painter — That's nothing new; we run aer.iss' 
just such things every day. 

H. 0. — I want you to use 
The Sher w i n-Wi lli *«•. 
Paint, pure a 
pie, this time. 

/".—That's all 
right; I de- 
cidedly pre- 
fer that 
p a i n I , 
both for 
satisfac- 
tion of 
my cu- 
tomers 
and econ- 
omy fir 
mvself. 



in hvn venrc vet. 




Outside doors should not be varnished, but with a good, dry sur- 
face, well filled with good priming coats, use one color, and let that 
be a rich, dark one, like those above recommended for sash, viz : 
No. 476 or No. 366. Steps to doors or porches, as well as porch 
floors, should be of some shade a little darker than the house color. 
The risers of steps should be darker than the treads, to make them 
look strong. Treads and floors should be of such shades as will 
look clean, and yet not show ordinary foot prints and soil. 
Porch ceilings may be given any delicate, harmonious tint. Sky 
blue is most used, but it is a cold color, better suited to summer 
us; than to where warmth is expected. 

THE SHERWIN-WILLIAMS PAINT, Prepared— For Exteriors of Buildings, Etc. 

This paint is a combination of thoroughly tested pigments with equally approved 
liquid, forming a material especially adapted to the requirements of house painting. 
Practical experience and science have proven that Carbonate of Lead, when used alone, 
within a few months (more or less) rubs off, leaving a chalky surface. The Sherwin- 
WiLi.iAMS Paint is so prepared as to secure the best results in every way, and when 
properly applied forms a fine, durable coating, impervious to storms, atmosphere, and 
injurious gases. It is not only theoretically, but practically, the most satisfactory paint 
for all climates that can possibly be obtained, and withal the most economical to use. 





per cent short. This paint covers more 
surface than the same quantity of other paint (including pure lead). One gallon will cover, 
with two coats, three hundred square feet, and more in most cases. For quantity required for 
a building see d.rections on sample folder furnished by dealer. 
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